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STC在鞋类检测领域，拥有尖端技术和专家团队，凭借在纺织行业五十多年的丰富经验，
为鞋类产品、皮革制品等客户提供全面综合的一站式检测服务（包括但不限于）：

其他相关标准（包括但不限于）：

■  生态纺织品标准100

■  欧盟REACH法规

■  2009/251/EC指令

■  PH值

■  二甲基甲酰胺        

■  富马酸二甲酯        

■  甲醛

■  偶氮                                       

■  邻苯二甲酸酯

■  有机锡化合物

■  致敏性染料

■  REACH

■  六价铬

部分化学项目 2009/563/EC

重金属

成品中六价铬

纺织部件中甲醛

皮革中五氯苯酚、四氯苯酚
及其盐、酯类

 

偶氮染料

APEO/PFOS
（全氟辛烷磺酸盐）

致敏性染料

邻苯二甲酸盐

遵照67/548/EEC或1999/45/EC规定，R43禁用；或者按照
1272/2008规定，H317禁用。

只有在申请时通过危险评估，以及符合67/548/EEC的允许使用，
DNOP、DINP、DIDP等不允许使用。

30 ppm（皮革）

不得含有（检出限0.1 ppm）

不得含有（检出限20 ppm）

不得含有（检出限3 ppm）

铅、镉、砷不得含有

禁止使用

■  加州65提案（CP65）

■  美国消费品安全改进法案（CPSIA）

■  五氯苯酚、四氯苯酚

     及其盐、酯类

■  成分分析

■  物理测试

■  重金属

欲查询更详细的资讯，请与我们的化学、食品及药物部联络：

2009年7月28日公布的欧委会决议第2009/563/EC号，建立了欧盟的鞋类
生态标签新准则，决议强调：所指的鞋类包含所有拥有接触地面的固定外鞋底
以及旨在保护或覆盖脚部的服装。
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Be equipped by sophisticated technology and expert team, with over 50 years 
experience in textile products, STC can provide one-stop testing service in footwear, 
leather products and etc. Testing items include but not limited to:

Other relevant standards (including but not limited to):
■   Oeko-Tex Standard 100
■   EU REACH Regulations
■   2009/251/EC Directive

■  PH 
■  DMFa          
■  DMFu
■  Formaldehyde
■  AZO Dyes                                       

■  Phthalate
■  Organic Tin 
■  Sensitized Dye
■  REACH
■  CrVI

■   US California Proposition 65 (CP65)
■   US Consumer Product Safety 
     Improvement Act (CPSIA) 

■  PCP/TeCP
■  Component 
     Analysis
■  Physical Testing
■  Heavy Metal

For more information, please visit our website or contact us via:

CrVI
Formaldehyde (textile)

Sensitized Dye

Phthalate

Part of the chemical testing 2009/563/EC
Heavy Metal

 

It is not allowed to use the DNOP, DINP, DIDP, etc., which are not allowed to use 
the risk assessment, and in compliance with the 67/548/EEC's permission, only 
when the application is filed.

In accordance with the provisions of 67/548/EEC or 1999/45/EC, R43 disabled; or 
in accordance with the provisions of H317, 1272/2008 disabled.

30 ppm (Leather)

ND (detection limit 0.1 ppm)

ND (detection limit 20 ppm)

ND (detection limit 3 ppm)

ND (Pb、Cd、Se)

NDAPEO/PFOS

AZO Dyes

PCP/TeCP

                         C
European Commission Decision published 2009/563/EC on 28 July 2009, 
establishingthe ecological criteria for footwear eco-label. The product group 
"footwear" shall comprise all articles of clothing designed to protect or cover the foot, 
with a fixed outer sole which comes into contact with the groud from the Decision.


